
Form 9-331 C SUBMIT IN LICATE* Form approved.
(May 1963) (Other instructions on Budget Bureau Nd. 42-R1425.

UNITED STATES reverse side)

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND BERIAL

GEOLOGICAL SURVEY U-7218

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUGBACK 6.IFINDIAN,ALLOTTEEORTRIBE

la. TYPE OF WORK

DRILL Ë DEEPENO PLUG BACKO 7. UNIT AGREEMENT NAME

b. TYPE OF WWLL

OWELLL WAESLL
OTHER

NNELE MONLETIPLE 6. FARM OR LEASE NAME

2. NAME OF OPERATOR A Lansdale
Walter D. Broadhead 9. WELL NO.

3. ADDRESS OF OPERATOR Federal Lans dal e #5
1645 No. 7th St., Grand Jct., CO 81501 10. FIELD AND POOL, OR WILDCAT

4. LoCATrfONC OF WELL (RepOrÚIOcation clearly and in accordance with any State requirements.*)

JIer..th 3223'FSL & Eart 532' FWLof S.4 T20S R24E 11. CD
S REA

At proposed prod. zone
S4 T20S, R24E SLB&M

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 18. STATE

8 miles northesat of Cisco, Utah Grand Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OB LEASE LINE, FT. 532 804 acres
(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH $Û. ROTARY OR CABLE TOOLS
TO NEARE T WELL, DRILLING, COMPLETED, Q 1

OR APPLIED FOR, ON THIS LEASE, ET.

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

4601
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SI2|E OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

8 5/8
¯

7" 17 lb. 100' cir. cement to surt.
65" 4§ 9¼ lb. TD 100 SX cement

EXHIBITS ATTACHED:

A location and elevation plat
B Ten-Point compliance program
C Blowout preventor diagram
D Multi-point requirements for APD
E Rúute and distance road map
F Access road and radius map of wells in area
G Drill pad layout
H Drill rig layout
I P oduction facility layout i DN ONOF

GASA MINING

IN ABOVE SP£CE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout
preventer program, if any.
24.

SIGNED
,

TITLE
Operator

DATE

(This space for Federal or State office use)

PERMTT No APPROVA

F UTAH DIVISIONOF
ACOND

T
OD

S OF APPROVAL, IF ANY:
TITLE

*See InstructionsOn Rev rse
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SCALE: I = 1000

FEDERAL LANSDALE #5
Located North 3223 feet from the South boundary and East 532 feet
from the West boundary of Section 4, T20S, R24E, SLB&m.

Elev. 4601

Grand County, Utah

SURVEYOR'S CERTIFICATE minoooAvenue
GRANDJUNCTION, COLORADO81501
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o. 2573 '"°"""" "°"'°'.cro.s............'"'°"
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AseD CommECT TO Test SKsT öf My a*•OwkEDGE AND BELiff iFEDERAL LANSDALE #5
SW¼NW¼ SECTION 4
T20S, R24E, SLB&m

07 ---- 1/21/83ununa UTAH R.L.3. NO. 2573
- SWmtyEO BY: USW oavs:

DRAWN e'v: USW omtr: 1/21/83
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7. Auxiliary Equioment to be Used

(a) Kelly Cock will be kept in the string.
(b) A full opening stabbing valve will be on the floor for use, when the

Kelly is not in the string.
(c) A float will be run at the bit.
(d) Monitoring equipment will be installed and used on the mud system.

8. The Testing, Loqqing and Coring Programs

(a) Drill stem tests are not planned at this time.
(b) The logging program will consist of Induction Electric & Compensated

Nuclear Density.
(c) No coring is planned.
(d) Drilling samples will be caught at 30' intervals BSC to 1000; from

18Òõeto TD samples at 5' intervaTs.

9. Any Anticipated Abnormal Pressures or Temperatures Expected

No abnormal gas pressures or temperatures are expected. No hydrogen sulfide

or other hazardous gasses or fluids have been reported in the area.

10. Anticipated Startino Date and Duration of Operatións

The anticipated starting date is Mooch 10, , 1983or as soon as possible

after approval of all drilling requirements.

Drilling operations should be completed 7 to 10 days after
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EXHIBIT "O"

MULTI-POINT REQUIREMENTSTO ACCOMPANYAPO

1. Existing Roads

A. Exhibit "A" is the proposed well site as staked by GáeÏlí WillŠËÏnh¯,--
and the ground elevation is shown thereon.

B. Exhibit "E" is the route and distance road map. The location
is 8 miles northeasterly from Cisco, Utah, and approxiuately
1/4 mile from the Agate Field on the northerly side,

C. Exhibit "F" is a print of the Cisco Quadrangle and shows
the access road to the location.

D. All known existing roads appear on Exhibits "E" & F "

E. This is considered a Development Well.

F. All roads from Cisco to the Location -- are in good condition and carry

heavy truck traffic regularly. The next f.. mile of existing roadway will

be maintenance graded as equipment moves in to construct well pad.

2. Planned Access Roads

The 0.3 mile of new access road will be of minimumdisturbance. The brush will

be bladed off and windrowed along the Northerly side of the road.

(1) The typical section of the proposed access road will be 15' in width.

(2) Maximum grade will be 2% to 4¾.
(3) No turnouts are required.

(4) (5) No culverts are necessary.
(6) Surface material will be that native to the area.
(7) No gates or cattleguards are required.
(8) The proposed access road has been
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3. Location of Existing Wells

For all existing wells within a one-mile radius of the development well, see
Exhibit "F".

(1) There are no water wells.
(2) Abandoned wells - see Exhibit "FN

(3) There are no temporarily abandoned wells.

(4) There are no disposal wells.
(5) There are no drilling wells.
(6) Producing wells - see Exhibit "F".
(7) There are no shut-in wells.
(8) There are.no injection wells.
(9) There are no monitoring or observation wells for other resources.

4. Location of Existing and/or Proposed Facilities

A. Within a one-mile radius of this location are existing facilities owned

or controlled by lessee/operator as shown on Exhibit "F".

B. (1) Exhibit "I" shows all anticipated production facilities.

(2) The dimensions of production facilities shown on Exhibit "I" are

drawn to a scale of 1" = 40'. ·

(3) The only construction materials needed from outside the location

would be gravel for a pad under separator and/or dehydrator unit.

Gravel would be trucked into the location over the access road by

the dirt contractor from the nearest commercial pit in the Cisco area.

(4) If a small pit is required, it will be fenced and flagged.

C. Rehabilitation, whether the well is productive or not, will be made on

unused areas as soon as practical in accordance with the restoration

plans presented in Item 10 fo11owing. ·

5. Location and Type of Water Supply

A. Water will be trucked from Cisco Springs, 311 ; road miles Westerly of the

location. .

B. Water will be trucked over the access road by oilfield water trucks.

C. No water we31 is planned.

6. Sodrce of Construction Materials

A., B., C., D.

No construction materials are needed for drilling operations. In the event

of production, the small amount of gravel needed for facilities will be hauled

in by truck from local gravel pit in the Cisco area. No special access other

than for the drilling operation is
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7. Methods for Handling Waste Discosal

(1) Drill cuttings will be buried in the reserve pit when covered.

(2) Drilling fluids will be contained in steel mud pits and the reserve pit.
These fluids will be disposed of in the reserve pit.

(3) Any hydrocarbon liquids produced while drill stem testing or production
testing will be collected in a test tank set near the pipe baskets or
near the wellhead. Any unavoidable spills of oil or other adverse
substances or materials will be covered or removed immediately during
drilling progress or during completion operations.

(4) Chemical toilet facilities will be provided for human waste.

(5) Garbage and trash will be collected in a trash cage and its contents
hauled to the nearest designated landfill.

(6) The entire site will be cleaned up and restored to a
smooth contour when the rig moves out. Only that part
of the location required for production will be used.

8. Ancillary Facilities

No air strips, camps or other living facilities will be built off the location.
The normal trailers will be on the location as seen on Exhibit "H".

9. Well Site Layout

(1) Exhibit "G" is the drill pad layout. Topsoil will be stockpiled to
specifications determined at the pre-drill inspection.

(2) (3) The mud tanks, reserve pit, trash cage, pipe racks, living facilities,
and soil material stockpiled, rig orientation, parking areas and access
road are all shown on Exhibit "H".

(4) The reserve pits will not be lined. Steel mud tanks will be used, and

are shown on Exhibit "H". If water is produced in production, an NTL-2b

study will be initiated.

10. 23ans for Restoration

(1) Backfilling, leveling, and recontouring will be accomplished as soon

as possible after plugging of the well, and on those unused areas if
production is obtained. Waste disposal and spoils materials wil3 be
buried or hauled away.

(2) Rehabilitation will be accomplished by recontouring as best practical

back to blend with original contours. The stockpiled topsoil will be

spread, along with ripping of the pad and road area (if so desired by

surface owner). Revegetation will be accomplished using grasses chosen

by
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(3) Three sides of the reserve pit will be fenced prior to drilling operations.
Upon rig release, the reserve pit will be fenced on the fourth side and
will remain until recontouring and cleanup operations are completed.

(4) Any oil spills will be immediately reported, cleaned up, or flagged.

(5) Rehabilitation operations will commence as soon as practical aîter rig
moves off location. Earth work and seeding will be done during spring

.

ofl983rif possible.

11. Other Information

As indicated on Exhibit "F", the topography of the location vicinity has very

little relief. The location lies on a gentle plain which slopes Southeasterly
1-2%. This location lies Northwesterly of the existing Agate Oil Field.

The soil is a light tan to grey shallow soil, typical of Mancos formation.

The vegetation in the immediate area surrounding the location is sagebrush,
Matt saltbush, shadscale, prickly pear cactus, Russian thistle, greasewood,
and cheatgrass.

The fauna of the area consists of cattle, sheep, antelope, rabbits, lizards,
ravens, meadow lark, killdeer, ground sparrows and martens.

The surface ownership is B.L.M. The surface use is grazing, petroleum
production, and recreation.

The nearest live water is Cisco Springs, ýgg air miles Westerly of the location.

The nearest occupied dwelling is in Cisco, Utah, 8 road miles Southwesterly

of the location, as shown on Exhibit "E".

There are no visible archaeological, historical, or cultural sites within any

reasonable proximity to the proposed location site.

There are no reported restrictions or reservations noted on the oil and gas

lease.

12. Lessee's or Operator's Reoresentative

Walter D. Broadhead
i645 North 7th. St.
Grand Junction, Co...81501
Telephone (303)
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13. Certification

I hereby certify that I, or persons under my direct supervision, have inspected
the proposed drillsite and access route; that I am familiar with the conditions
which presently exist; that the statements made in this plan are, to the best
of my knowledge, true and correct; and, that the work associated with the
operations proposed herein will be performed by my contractors and subcontractors
in conformity with this plan and terms and conditions under which it is approved.

Date Name and
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Exhibit "G"
Drill Pad Layout
Grand County, Utah

TOPSCIL STOCKPILE
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Exhi'oi: "H"
Drill Rig Layout
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Walter D. Broadhead
Well No. 5
Section 4-T20S-R24E
Grand County, Utah
Lease No. U-7218

Supplemental Stipulations:

1. New road construction on lease U-7120 will be limited to an allow-
able travel surface width of 16 feet, with a total disturbed width of
24 feet. For construction design and survey refer to Class III road
standards. Roads will be crowned and ditched to ensure adequate
drainage off of the road. Access road will be in the southwest corner
of the location.

2. If production is established, the road will be graveled in places
to allow safe travel.

3. Whatever topsoil is removed to level the location will be windrow-

ed to the North. Surface disturbance will be kept to a minimum.

4. A berm will be constructed around the location to control surface
runoff from surrounding areas and to contain any fluids on the loca-
tion.

5. The reserve pit will be fenced, with 36 inch woven wire and one
strand of barbed wire on top, on 3 sides before drilling starts and on
the 4th side as soon as the drilling is completed. The fence will be
kept in good repair while the pit is drying.

6. Any burning will require a premit from the State Land Forestry and
Fire Control office in Moab. Contact Paul Pratt at 801-259-6316.

7. The blooie line will be misted to reduce visual impacts.

8. All above ground production facilities will be painted using the
attached list of suggested colors. Production facilities will be lo-
cated on the southeast side of the location.

9. The Grand Resource Area BLM office will be contacted 48 hours
prior to starting rehabilitation work that involves earthmoving equip-

ment and upon completion of restoration measures.

10. Seed will be broadcast at a time to be specified by the BLM with
the enclosed seed prescription. When broadcast seeding, a harrow or
some such implement will be dragged over the seeded area to assure
seed cover. Seeding will be done in the fall of the year (Oct-Nov).

11. All disturbed areas will be scarified with the contour to a depth
of 6 inches. Do not smooth pads out, leave a roughened



Your Application for Permit to Drill also included °sulonittal for prc..duc·tion
facilities. These produc n facilities are apprò for t.be lessee and his
designated operator under

ection°1 of the Oil and Gas Lease with the
following conditions:

- (1) The oil and gas measurement facilities must be installed on the
well location. The oil and gas meters will be calibrated in place prior -

to any deliveries. Tests for meter accuracy are to be conducted monthly

for the first three months on new meter installations and at least quarterly
thereafter. Please provide this office with a date and time for the initial
eter calibration and all future meter proving schedules. A copy of the

meter calibration reports are to be submitted to the Salt Lake City District

Oil and Gas Supervisor. Royalty.payments will be made on all productíon
.

volume as determined by the meter measurements or the tank measurements. All
measurement facilities must conform with the API standards for liquid
hydrocarbons and the AGA standard for natural gas measurement. .

(2) Gas meter runs for each well will be located within 500 feet

of the wellhead. The gas flowline will be buried from the wellhead to
the meter and 500 feet downstream of the meter run or any production
facilities. Meter runs must be housed and/or fenced.

(3) All disturbed areas not required for operations will be rehabilitated.

(4) All produced liquids must be contained including the dehydrator vent/
condensate line effluent. All production pits must be fenced.

(5) The well activity, the well status and the date the well is placed

on production must be repor.ted on Lessee's Monthly Report of Operations,

Form 9-329.

(6) All off-lease storage, off-lease measurement, or commingling

on lease or off-lease must have written approval.

(7) All product lines entering and leaving hydrocarbon storage .

tanks must be locked/sealed.

(8) You are reminded of the requirements for handling, storing, or
disposing of water produced from oil and gas wells under NTL-28.

(9) All materials, trash, junk, debris, etc. not required for
production must be removed from the well site and production facilit_y
site at the completion of these operations.

(10) A cODy of the Gas Sales Contract will be provided to this .

office and the Royalty Accounting Deparbr.ent as directed.

(11) Construction and maintenance for surface use approved und.er this
,

plan should be in accordance with the surface use standards as set forth in
the BLM/GSOil and Gas Brochure entitled, "Surface Operating Standards for Oil
and Gas Exploration and Development." This includes, but is not limited to,
such items as road construction and maintenance, handling of top soil and
rehabilitation.

(12) "Sundry Notice and Reports on Hells" (form 9-331) will be filed for
all changes of plans and other operations in accordance with 30 CFR 221.58.
Emergency approval may be obtained verbally, but such approval does not waive
the written report requirement. Any additional construction, reconstruction,

or alternations of facilities,.including roads, gathering lines, batteries,
casurement facilities, etc., pill require the filing of a suitöble plan and

prior approval by the survey.



United States Department of the Interior
IN REPLY REPER TO

BUREAU OF LAND MANAGEMENT

SUGGESTEDCOLORSTO PAINT OIL & GAS

PRODUCTIONFACILITIES

Cisco Desert and Flats below the BookCliffs:

Tumbleweed (Pratt & Lambert)

Desert Tan -----------------

Sage Gray (Pratt & Lambert)

BookCliffs Region:

Sage Gray (Pratt & Lambert)

Similar hues other than the ones mentioned above must be approved by the
Grand Resource Area
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SEED MIXTURE

Species

Grasses lbs./acre

Hilaria jamesii Galleta (Curlygrass) 1

Oryzopsis hymenoides Indian ricegrass 1

Sporobolus airoides Alkali sacaton 1

Forbs

Eriogonum spp. Erioginum 0.5

Mililotus officinalis Yellow sweetclover 0.5

Shrubs

Atriplex corrugata Mat saltbush (Castle Valley clover) 1

Eurotia lanata Winterfat (Whitesage) 1

TOTAL POUNDSPER ACRE 6

Broadcast seed will be applied at double the above



, Reclamation Procecudures and Additions
to Multipoint Plan

1. New road construction on lease U-7120 will be limited to an allowable
travel surface width of 16 feet. The total disturbed width will be 24
feet. For construction design and survey refer to Class III road
standards. Roads should be crowned and ditched to ensure adequate
drainage off of the road.

2. Access road will be in the southwest corner of the location.

3. Whatever topsoil removed to level the location will be windrowed to
the North. Surface disturbance will be kept to a minimum.

4. Construct berm around location to control surface runoff from
surrounding areas and contain any fluids on the location.

5. Three sides of the reserve pit will be fenced before drilling starts.
The fourth side will be fenced as soon as the drilling is completed.
The fence will be kept in good repair while the pit is drying. The
fence will be 36 inch woven wire with a single strand of barbed wire
on top.

6. All above-ground production facilities will be painted using the
attached suggested colors.

7. Any burning will require a permit from the State Land Forestry and
Fire Control office in Moab. Contact Paul Pratt at (810) 259-6316.

8. Production facilities will be located on the southeast side of the
location.

9. The operator or his contractor will contact the Grand Resource Area
BLMoffice in Moab, Utah, phone (801) 259-8193, 48 hours prior to
starting rehabilitation work that involves earthmoving equipment and
upon completion of restoration measures.

10. Seed will be broadcast at a time to be specified by the BLMwith the
following seed prescription. When broadcast seeding, a harrow or some
such implement will be dragged over the seeded area to assure seed
cover. Seeding will be done in the fall of the year (Oct.-Nov).

11. All disturbed areas will be scarified with the contour to a depth of 6
inches. Do not smooth pads out, leave a roughened



OPERATOR DATE ,-z /g

WELL NAME

SEC 5 BN T oS R JVE couNTY

API NUMBER TYPE OF LEASE

POSTINGCHECKOFF:

INDEX HL

NID PI

PROCESSINGCOMMENTS:

APPROVALLETTER:

SPACING: A-3 c-3-a fD 2 VM T(a,
.7 y

UNIT CAUSE NO. & DATE /

c-3-b c-3-c

SPECIAL



RECONCILEWELL NAMEAND I.DCATIONON APD AGAINST SAMEDATAON PLAT MAP.

AUTHENTICATELEASE AND OPERATORINFORMATION

VERIFY ADEQUATEAND PROPER BONDING

AUTHENTICATEIF SITE IS IN A NAMEDFIELD, ETC.

APPLY SPACINGCONSIDERATION

ORDER

UNIT

c -3-b

c-3-c

OUTSTANDINGOR OVERDUEREPORTSFOR OTHERWELLSOF THE OPERATOR.

IF POTASHDESIGNATEDAREA, SPECIAL LANGUAGEON APPROVAL



STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES& ENERGY Temple A. Reynolds, Executive Director
Oil, Gas & Mining Cleon B. Feight, Division Director

4241 State Office Building • Salt Lake City, UT84114 • 801-533-5771

February 28, 1983

Mr. Walter D. Broadhead
1645 North 7th Street
Grand Junction, Colorado 81501

Dear Mr. Broadhead:

In order to process your requests for permit to drill the Federal
Keas #6 and Federal Lansdale #5 wells, you must complete the applications
by submitting lease plats (outline of lease boundaries) as required bythe Order in Cause #102-16B dated September 26, 1979.

If you have any questions, please call me at (801) 533-5771 ext. 60.

Respectfully,

Norm Stout
Administrative Assistant

NS/as
cc: Oil 6 Gas Operations

Board/Charles R. Henderson, Chairman•John L Bell•E. Steele McIntyre•Edward T. Beck
Robert R. Norman - Margaret R, Bird • Herm Olsen

on equa: ooporthy employ • p cse recych
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CONFiRMING COMPLETIONTICKET

COMPANYREMARKS
REPORT SEC 4 TWP 20S RGE 24E
0/20/83 PAGE 1

VVELL OLASS

UTAH GRAND 3223 FSL 522 FWL SW SW NW
STATEigoggcDUNTY FOOTAGE

BROADHEAD WALTER D 5 EgDggAL LANSDALEOPERATOR,yo-¿t ,,7 ELI ,JO «EA- 9

4601GR CISCO GREATR AREA
OPER ELEV v> y 4, r-iELD/POOL/AREA 2 7

API 43-019-31045-0000
NÆgggggggyst / - « / xva, , r i PERMIT OR VVELL IO NO "/*' ***

04/22/1983 04/29/1983 ROTARY D&A
SPUO OATE Get A,.• COMO OATE istm. TYPE TOOL ett « STATUSMWWW

o 1800 RICHARDSON DRLG
PROJ. OEPT H PROJ. FORM CONTRACTOR ****************

DTD 1820 FM/TD MORRISON
ORILLERS T.O. MW¾WMLOG T.O GrammmmWgfÆRPLUG BACK TO WMMOLO TO WWAAFORM./T.O.

CASING/LINER DATA

CSG 7 @ 102 01
WELL IDENTIFICATION/CHANGES

WHCS CODE # 4 SÃ20EÃ2ÃOÃlÃÕ8
TYPE FORMATION DEPTH FORMATION DEPTH FORMATION DEPTH

DRILLING PROGRESS DETAILS

BROADHEAD WALTER D1645-N 7TH ST
GRAND JUNCTION, CO

PI BASE P U -llA POMCO MAP U-54
03 09 LOC 1983
03 09 TIT HOL
10 11 1820 T

COMP 4 29/83 D&A
HOLDIN FOR ÓATA

o 10/15 NO LOGS RUN
NO CORES OR DSTS

IC# 430197002183

Walter D. Broadhead
1645N 7th StrootGrandJunction. Colo.
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Walter D. Broadhead

as its CHAR
1645 N 7th Street

paa

Grand Junction. Colo.





March 8, 1983

Walter D. Broadhead
1648 No. 7th Street,
Grand Junction, Colorado 81501

RE: Well No. Ped. Landdale #5
SWNWSec. 4, T.20S, R.24E
3223' FSL, 532' PWL
Grand County, Utah

Gentlemen:

Insofar as this office is concerned, approval to drill the above referred tooil/gas well is hereby granted in aceordance with the Order issued in Cause No.102-168 dated September 26, 1979.

Should you determine that it win be necessary to plug and abandon this well,you are hereby requested to immediately notify the following:

RONALDJ. PIRTH - Chief Petroleum Engineer
Office: 533-5771
Home: 571-6068

Enclosed please find Form OGC-8-X, which is to be completed whether or notwater sands (acquifers) are encountered during drilling. Your cooperation incompleting this form will be appreciated.

Purther, it is requested that this Division be notified within 24 hours afterdrilling operations commence, and that the drilling contractor and rig number beidentified.

The API number assigned to this well is 43-019-31045.

Sine ly,

No C. Stout
Administrative Assistant

NCS/as
co: 011 4 Gas Operations



DIVISIONOFOIL,GASANDMINING

SPUDDINGINFJRMATION

NAFEOFCOFPM: Walter Broadhead

WELLNAME: Federal Lansdale #5 .

SECTIONSWNW4 TOWNSHIP 20s RAN3E 24E COUNTY Grand

DRILLINGCONTRACTORRichardson Drilling

RIG#1
SPUDDED:DATE4-22-83

IIME 4:00 PM

IA0W Rotary

ÜRILLINGWILLCOMMENCE

REPORTEDBY walter Broadhead

IELEPHONE# 303-242-7717

DATE 4-25-83 SIGNED



ORAL APPROVALTO PTUG AND AR.' N)N WLL

erator lepr at e

Well No._ Located i Sec.. Twp Range

Lease No. Field - State

Unit Name and /
Required Depth Base of fresh water sands

Size hole and Mud Weight
T.D. Fill Per Sack i and Top Ñ/gal. *

Casing Set Top of To Be Plu ing Reouirements

Sire At Cement Pulled From To Sack: Cement

Formation Top Base Shows JA A2 x

Remarks

DST's, lost circulation zones, water zones, etc.

2pproved by //g Date



ORAL PROVALTO PLUGANDABANDONW

Operator WALTER D. BROADHEAD Representative Buddy McConnell

Well No. Lansdale #sLocation SWh NWh Section 4 Township 20s Range 24E

County Grand Field , Wildcat State utah

Unit Name and
Required Depth Federal Lease #U-7218 Base of fresh water sands

Size hole and Mud Weight
T.D. 1820' Fill per sack " ' and Top #/gal. '

Casing Set Top of To Be Plugging Requirements
Size At Cement Pulled From To Sacks Cement

7' 102' 1. 1625' 1334 As Necessary

2. 50'in 4 50' out of surface casing -(152' to 50')

Formation Top Base Shows 3. 10 sack.s at surface w/marker

Dakota Silt 1312'

Dakota-1st Sand 1434'

Morrison 1580'

REMARKS

DST's, lost circulation zones, water zones, etc.,

Water interval in Dakota - 1555'- 1575'

a.m.
Approved by R. J. Firth Date 4-29-83 Time



STATEOF UTAH Scott M. Matheson, GovernorNATURALRESOURCES Temple A. Reynolds, Executive Director
Oil, Gas & Mining Dr. G. A. (Jim) Shirazi, Division Director

4241 State Office Building • Salt Lake City, UT84114 • 801-533-5771

September 15, 1983

Walter D. Broadhead
1645 North 7th Street
Gran Junction, Colorado 81501

Re: Well No. Federal Lansdale # 5
3223' FSL, 532' FWL
SW1%7, Sec. 4, T. 20S, R. 24E.
Grand County, Utah

Well No. Lansdale Federal # 4
1720' FNL, 3516' FWL
SWNE, Sec. 29, T. 205, R. 24E.
Grand County, Utah

Dear Mr. Broadhead:

This letter is to advise you that the Well Completion or Recompletion
Report and Log for the above mentioned wells are due and have not been filed withthis office as required by our rules and regulations.

Please complete the enclosed Form OGC-3, in duplicate, and forward them to thisoffice as soon as possible.

We will be bappy to acknowledge receipt of response to this notice if you willinclude an extra copy of the transmittal letter with a place for our signature, anda self addressed envelope for the return. Such acknowledgement should avoid
unnecessary mailing of a second notice from our agency.

Your prompt attention to the above will be greatly appreciated.

Respectfully,

DIVISICN OF OIL, GASANDMINING

Cari Furse
Well Records Specialist

CF/cf
Enclosure

an equal opportunity employer · please recycle



U ED STATES svaart IN DUP * oOet
No. 42-8355.5.

DEPARTMÊNT OF THE INTERIOR 6. LEASE DESIGNATION AND SERIAL NOb

GEOLOGICAL SURVEY U-7218

WELL COMPLETIONOR RECOMPL£TIONREPORTAND LOG * 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

la. TYPE OF WELL: O AESLL
DET Other 7. UNIT AGREEMENT NAME

b. TYPE OF COMPLETION:

WE L
OWORR

E
EP- Fsrá.

Other S. FARM OE LEASE NAME

2. NAME OF OPEÉATOR A. Lansdale
Walter D. Broadhead 9· WELI, NO.

3. ADDËESS OF OPERATOa Federal Lansdale #5
1645 North 7th St. Grand Junction, Co 81501 to. FIELD AND POOL, OB WILDCAT

4. LOCATION OF WELL (Report IOCGtion Clegrig G¾d in GCC0TdGNOS 10ith ang Ñ¢ste TGg¾ifenien*•)* Undesignated
At surface Womeh 3223' FSL & 532' FWL of Sec. 4 , T. 20 S ,

11. ge o.. a.. M., OR BLOCK AND SURVEY

At top prod. interval reported below
Sec. 4, T. 203, R.24E

At total depth

14. PERMIT NO. DATE ISSUED 12. COUNTY OR 13. STATE
PARISH

43-019-31045 Mar.8,1983 Grand Utah
15. DATE SPUDDaD 16. DATË T.D. EEACHED 17. DATE COMPL. (Ë€Gdy $0 prod.) 18. ELEVATIONS (DF, REB, RT, GE, ETC.) * 19. ELET. CASINGHaAD

4-22-83 4-29-83 4601 GR
20. TorAL DEPTE. MD & TTD 21. PLUG, BACK T.D., MD & TTD 22. IF MULTIPLE COMPL., 2Û. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY* DRILLED BI1820' | Rotary |
24. PRODUCING INTEEVAL(s), OF TEIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

SUEVEY MADE
No

26. TYPE ELECTRIC AND UN 27. WAS WELL CORED

ÐuñÍ Inducti No
2 ---~ CASING RECORD (Report an strings set in toen)

CASING SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLË SIZE CEMENTING RECORD AMOUNT PULLED

7" 17 lb 102 9-1/2 Circulated to surface

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

|
31. PERFORATIOli RECOED (IWÉSTUGI,Bise and n¾mber) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL ÚSED

33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (FIOtÐž¾¶,gaa lif‡, puitsping--gige and ‡gpg of pwitap) WELL STATUS (Producing or

sleut-in)

DATE OF TEST HOUES TESTED CHOKE SI2E PROD'N. FOR OIL--BBL. AS--MCF. WATER--BBL. GAS-OIL RATIO
TEST PERIOD

FLOW. TURING PRESS. CASING PRESSURE CALCULATED OIL-BBL. GAS---MCF. WATER- BBL. OIL GRAVITI-API (CORR.)24-ROUR RATE

34. DISPOSITION OF GAS (ÑOld, ¾804 f0f fftSi, ©€nted, 6‡¢.) TEST WITNESSED BY

35. LIST OF ATTACHMENTS

36. I hereby certify that the foregoing and attached information it complete and correct as determined from all available records

SIGNED ./ TITLE DATE
3-20-84

*(SeeInstructionsand Spacesfor AdditionalData on Reverse
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Form 9-331 Form Approv .

Dec. 1973 Budget Sur u No. 42-R1424
UNITEDSTATES 5. EASE 4/

DEPARTMENTOF THE INTERIOR U-7218

GEOLOGICALSURVEY 6. IF TNDIAN,ALLOTTEEOR TRIBE NAME

SUNDRYNOTICESAND REPORTS ON WELLS 7. UNIT AGREEMENTNAME
(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir, use Form 9-3314 for such proposais.) 8. FARMOR LEASENAME

1. oli gas O A. Lansdale
well well other gg g. WËLL NO.

2. NAME OF OPERAToR Federal Lansdale No. 5
Walter D. Broadhead 10. FIELDOR WILDCATNAME

3. ADDRESS OF OPERATOR ÈLSÛ1 Greater Cisco Area
1645 N. 7th St. Grand Junation, CO 11. SEC., T., R., M., OR BLK.AND SURVEYOR

4. LOCATIONOF WELL (REPORT LOCATIONCLEARLY. See space 1Ý
below.) North 3223' FSL & 532' FWL see, 4, T.208. R.24 E.
AT SURFACE: of Sec. A , T. 2OS. 12. COUNTY ONPARISH 13. STATE
AT TOP PROD. INTERVAL: Grand UtahAT TOTAL DEPTH:

14. API NO.
16. CHËCK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE. 43-019-31045

REPORT, OR OTHER DATA 15. EV TION (SHOW DF, KDB, AND WD)

REQUEST FOR APPROVALTO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF
FRACTÚRE TREAT 0
SHOOT OR ACIDIZE
REPA1RWELL (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING etiange on Fortti 9-330.)
MULTIPLE COMPLETE O
CHANGE 2ONES
ABANDON*
(other)

17. .OESCRIBE PROPOSED OR COMPLETED PERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. lf well is directionally drilled, give subsurfate locations and
méasured and true vertical depths for all markers and zones pertinent to this work.)*

Oral permission requested & approval granted

10 SX at surface with marker

100 to 150' 20 sx

1334' to 1625• 33 sx
BYTHE ypa261984

Cieaned up location OF UTAH DIVgt N
OIL, GAS,AN OMSÍÛ¾ÛF

DATE: GAS&M!NING
Subsurface Safety Valve: Manu. and Type Set @ Ft.

18. I hereby ertify that the foregoing is true and correct

SIGNFD, TITLE
ÛÐ€TStÔÊ

DATE

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IE ANY:

*See instructions on Reverse
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